1/2 STREET WIDTH (VARIABLE)

g

(WIDTH MEASURED FROM FACE OF CURB AT GUTTER)

PORTLAND CEMENT CONCRETE PAVEMENT, REINFORCED, 451
OR PLAIN, 452, AS SPECIFIED.

SLOPE 1/4" PER 1'—0"—\
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CURBING, 609—-CONCRETE BARRIER CURB
OR CONCRETE COMBINED BARRIER CURB
AND GUTTER AS SPECIFIED ON PLANS

LONGITUDINAL JOINT,
NORMAL SPACING, 10° TO 12'
(MAX. SPACING 15'), AND 5/8"

\-REINFORCED STEEL MESH OR BAR
MAT FOR REINFORCED CONCRETE
PAVEMENT ONLY.(SEE DETAIL
SHEET 5)

TIE BAR OR HOOK BOLT.

(SEE DETAIL SHEET 5 & 6)

AGGREGATE BASE. 304

SEAL JOINT TYPICAL HALF SECTION FOR
o CONCRETE STREET PAVEMENT
B O R (TIE AND DOWEL BARS INCLUDED)
R o (NORMALLY THOROUGHFARE TYPE STREETS)
e OR?
alo é PROPERTY LINE
e Yy=
n| ofx R T A
CURB LINE ~ 21 Kl CURB LINE EXTENDED
A T
] B
W= =
— CONTRACTION JOINTS x|2
~~ 15'¢c. 10 c. TYP. S|z
Pad 20° C. TO C. MAX. SPACNG | | >
CURB LINE EXTENDED o " _CURB LINE !
— | o
b NS PROPERTY LINE
DETAIL OF JOINTS
AT THE INTERSECTION
IN CONCRETE STREETS
NOTES:

(1) SEE CURB AND GUTTER DETAILS,
SHEET 8. REINFORCING IS USED AS
SPECIFIED ON JOB PLANS.

(2 ) TRANSVERSE DOWEL BARS
ARE TO BE INCLUDED IN
ALL CONSTRUCTION JOINTS
AND ALL CONTRACTION
JOINTS IN RESIDENTIAL STREET
CONSTRUCTION.

REVISIONS STANDARDS FOR

STREET IMPROVEMENTS
TYPICAL PAVEMENT
SECTIONS AND JOINT

DETAILS FOR CONCRETE
STREET PAVEMENT

CITY OF DAYTON, OHIO

NO SCALE  14A-17113

SEE SHEET 6 FOR JOINT
LAYOUT DETAILS




